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BL

V2

: -40 +105 : +150

freezing temperatures
Halogen and cadmium free, high impact resistance, 
even at low temperatures
Temperature range:-40  to +105
Chemical resistance: Against fuels, mineral oils, greases, 
alkalis, weak acids and bases, etc.

BL bellows is suitable for use in general mechanical 
applications, The good anti-freezing ability and self-

industries. The bellows keep high impact resistance in 
cold temperatures and good weather resistance.

RoHS

Torsional motion possible

 Flammability Class 
UL94 V2
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3D-CAD  cad.csb-ep.com

 Brackets
* Product information: P101

Water-proof connectors
* Product information: P103

Quick connectors
* Product information: P102

Right-angle connectors
* Product information: P104

 Bi  Ba  R

Inner diameter
 [mm]

Outer diameter 
[mm]

 Bend radius
[mm] strength [N]

 Strain at break
[%] [m]

Weight
[kg/m]

BL01-06-AD10.0 BL01-06-AD10.0-OP 6.0 10.0 16 200 120% 100 0.018

BL01-10-AD13.0 BL01-10-AD13.0-OP 10.0 13.0 20 350 120% 100 0.023

BL01-12-AD15.8 BL01-12-AD15.8-OP 12.0 15.8 30 500 150% 100 0.033

BL01-14-AD18.5 BL01-14-AD18.5-OP 14.3 18.5 40 650 160% 100 0.042

BL01-17-AD21.2 BL01-17-AD21.2-OP 17.0 21.2 45 850 200% 100 0.054

BL01-20-AD25.0 BL01-20-AD25.0-OP 20.0 25.0 45 1000 200% 100 0.062

BL01-23-AD28.5 BL01-23-AD28.5-OP 23.0 28.5 50 1100 200% 50 0.084

BL01-26-AD32.0 BL01-26-AD32.0-OP 26.0 32.0 55 1200 200% 50 0.093

BL01-29-AD34.5 BL01-29-AD34.5-OP 29.0 34.5 60 1600 200% 50 0.104

BL01-36-AD42.5 BL01-36-AD42.5-OP 36.0 42.5 70 1800 200% 50 0.138

BL01-48-AD54.5 BL01-48-AD54.5-OP 48.0 54.5 90 2800 200% 25 0.224

BiBa

R

B L 0 1 - 1 0 -A D 1 3 . 0 - O P

 Carrier series
 Inner height
 Inner width

 

 Open
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 Brackets
* Product information: P101

Quick connectors
* Product information: P102

Right-angle connectors
* Product information: P104

BiBa

R

B L 0 2 - 1 0 -A D 1 3 . 0 - O P

 Carrier series
 Inner height
 Inner width

 

 Open

 Bi  Ba  R

Inner diameter
 [mm]

Outer diameter 
[mm]

 Bend radius
[mm] strength [N]

 Strain at break
[%] [m]

Weight
[kg/m]

BL02-10-AD13.0 BL02-10-AD13.0-OP 10.0 13.0 20 350 120% 100 0.023

BL02-12-AD15.8 BL02-12-AD15.8-OP 12.0 15.8 30 500 150% 100 0.033

BL02-14-AD18.5 BL02-14-AD18.5-OP 14.3 18.5 40 650 160% 100 0.042

BL02-17-AD21.2 BL02-17-AD21.2-OP 17.0 21.2 45 850 200% 100 0.054

BL02-20-AD25.0 BL02-20-AD25.0-OP 20.0 25.0 45 1000 200% 100 0.062

BL02-23-AD28.5 BL02-23-AD28.5-OP 23.0 28.5 50 1100 200% 50 0.084

BL02-29-AD34.5 BL02-29-AD34.5-OP 29.0 34.5 60 1600 200% 50 0.104

BL02-36-AD42.5 BL02-36-AD42.5-OP 36.0 42.5 70 1800 200% 50 0.138

BL02-48-AD54.5 BL02-48-AD54.5-OP 48.0 54.5 90 2800 200% 25 0.224
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3D-CAD  cad.csb-ep.com

Compact modular design to save installation time, space 
and cost
Long life and safety in use

  
Bellows

B 
[mm]

H 
[mm]

T 
[mm]

M 
[mm]

A 
[mm] Weight

[g]

VHB-AD13.0 VHB-AD13.0-GY AD13.0 30 26 12.5 4.5 8.0 7.4

VHB-AD15.8 VHB-AD15.8-GY AD15.8 30 26 12.5 5.0 8.5 7.4

VHB-AD18.5 VHB-AD18.5-GY AD18.5 35 33 15.0 6.0 10.0 9.0

VHB-AD21.2 VHB-AD21.2-GY AD21.2 35 34 15.0 6.0 10.0 9.0

VHB-AD25.0 VHB-AD25.0-GY AD25.0 42 38 16.0 6.0 11.5 10.6

VHB-AD28.5 VHB-AD28.5-GY AD28.5 42 42 16.0 6.0 11.5 10.6

VHB-AD34.5 VHB-AD34.5-GY AD34.5 51 52 16.0 6.5 12.0 12.2

VHB-AD42.5 VHB-AD42.5-GY AD42.5 58 59 18.0 6.5 12.0 13.8

VHB-AD54.5 VHB-AD54.5-GY AD54.5 73 74 20.0 7.0 12.5 15.4

V H B -A D 1 3 . 0 - G Y

 Series

 Bellows

:  Black
GY:  Grey

 

B

A

M

T

H
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Compact modular design reduces cost and provides less 
installation time and space 

Great durability, anti-aging, safe to use, long life

  
Bellows Thread

[mm]

AG
Outer diameter 

[mm]

AG
Inner diameter 

[mm]

GL 
[mm]

H 
[mm] Weight

[g]

AD13.0 16 12 10 25 2.2

AD15.8 16 12 12 28 2.7

AD18.5 20 15 12 28 2.7

AD21.2 20 15 12 31 3.7

AD25.0 25 20 11 33 4.2

AD28.5 25 20 13 34 4.5

AD34.5 32 26 15 36 9.2

AD42.5 40 34 15 39 10.9

AD54.5 50 43 15 39 16.6

 Series
 Bellows
 Thread

:  Black
GY:  Grey

 

AG

GL H
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3D-CAD  cad.csb-ep.com

IP68

Waterproof grade IP68
Compact modular design, easy to installation, safe to use, 
cost less
Reliable waterproof performance with sealing ring, strong 
tensile strength

 
Bellows

 
Thread
[mm]

AG
Outer diameter

[mm]

GL 
[mm]

H 
[mm] Weight

[g]

AD13.0 16 15 25 2.2

AD15.8 16 15 28 2.7

AD18.5 20 15 28 2.7

AD21.2 20 15 28 3.7

AD25.0 25 15 28 4.2

AD28.5 25 15 28 4.5

AD34.5 32 15 30 9.2

AD42.5 40 15 35 10.9

AD54.5 50 25 55 16.6

 Series
 Bellows
 Thread

 

AG

GL H
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Compact modular design saves installation time and space, 
as well as cost

Application safely, long life, good durability

  
Bellows Thread 

[mm]

AG
Outer diameter 

[mm]

GL 
[mm]

H 
[mm] Weight

[g]

AD13.0 15 10 37 3.3

AD15.8 16 13 43 4.3

AD18.5 20 13 46 5.3

AD21.2 20 13 49 6.3

AD25.0 25 13 52 7.3

AD28.5 25 13 57 8.3

AD34.5 32 15 65 10.3

AD42.5 40 15 78 12.3

AD54.5 50 17 95 16.3

 Series
 Bellows
 Thread

:  Black
GY:  Grey

 

AG

GL H


