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L M R 0 2 - 0 6 3 0 -X 3 0 0 -Y 3 0 0

80N
 0.8 

 0.5 /
: 0-50

X-axis  Toothed belt axis: LMS03-1040

                NEMA17 stepper motor: MOT-ST-42 

Y-axis   Toothed belt axis: LMS03-1040

                NEMA17 stepper motor: MOT-ST-42

For loads up to 80N
For precision requirements up to approx. 0.8mm
At speeds up to max. 0.5m/s
Ambient temperature: 0 C - 50 C
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 Working space  300x300mm

  Max. speed 0.5m/s

  Max. acceleration 1.5m/s2

 Precision (repeatability) 0.8mm

( ) Load capacity, dyn. 80N

 Weight 4.2Kg

Y  X-axis working space

X  Y-axis working space

 Linear guide rails

300mm

300m
m
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L M R 0 2 - 1 0 4 0 -X 5 0 0 -Y 5 0 0

X-axis  Toothed belt axis: LMS03-1040

                NEMA17 stepper motor: MOT-ST-60 

Y-axis   Toothed belt axis: LMS03-1040

                NEMA17 stepper motor: MOT-ST-42
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 Working space  500x500mm

  Max. speed 0.5m/s

  Max. acceleration 1m/s2

 Precision (repeatability) 1mm

( ) Load capacity, dyn. 10N

 Weight 5.2Kg

 10N
 1

 0.5 /
: 0-50

For loads up to 10N
For precision requirements up to approx. 1mm
At speeds up to max. 0.5m/s
Ambient temperature: 0 C - 50 C

Y  X-axis working space

X  X-axis working space

500mm

500m
m

 Linear guide rails
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LMR03-1040-X500-Y500-Z200
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 100N
 0.5 

 0.5 /
: 0-50

For loads up to 100N
For precision requirements up to approx. 0.5mm
At speeds up to max. 0.5m/s
Ambient temperature: 0 C - 50 C

Y  X-axis working space

Z  X-axis working space

X  X-axis working space

 Linear guide rails

 Working space  500x500x200mm

  Max. speed 0.5m/s

  Max. acceleration 2m/s2

 Precision (repeatability) 0.5mm

( ) Load capacity, dyn. 100N

 Weight 11.6Kg

500mm

50
0m

m 200m
m

X-axis  Toothed belt axis: LMS03-1040

                NEMA17 stepper motor: MOT-ST-60 

Y-axis   Toothed belt axis: LMS03-1040

                NEMA17 stepper motor: MOT-ST-60

Z-axis  Screw drive axis: LMS01BB-12-AS

                NEMA17 stepper motor: MOT-ST-42


